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The installation of Kit #0120-0494 provides the MEA-1500 with the Magnetic 
Timing Option and is only available as a Field Installation item. 


PALTS LIST —-——————_—_—_—_—_—_—__-_——-——————— OO OOOO 
QTY PART NUMBER DESCRIPTION 
1 7009-1890 Probe Assembly, Mag Timing 
i 7054-0056 Adapter, Monolithic Probe (Ford) 
1 7054-0057 Adapter, Monolithic Probe (Chrysler) 
1 7054-0060 Adapter, Monolithic Probe (Ford 2300 CC) 
1 7054-0062 Adapter, Monolithic Probe (Chrysler 1977) 
1 1243-0800-03 Identification Plate 





REQUIRED TOOLS —-—————----________--___—--—- 


IS-100A 


INSTALLATION PROCEDURE ——-————————————-"—_------—-__--—-—---~ s. 


1. Connect the Mag Probe provided in the kit to the existing Universal 
Harness. 


2. Affix the provided Option Kit Identification Plate to the MEA-1500 next 
to its Serial Plate or any other Option Kit I.D. Plate already present 
at that location. NOTE: Make sure the surface is clean and free of dirt! 





CHECK OUT PROCEDURE 


Refer to Chapter 12 of the MEA-1500 Service Manual for the checkout 
procedure. 
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* INSTALLATION COMPLETE * 
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